ELIMINATE EXPENSIVE GROUTING
EQUIPMENT FOR SEALING YOUR CIPP LINERS

#1PREVENTATIVE MAINTENANCE TOOL T0 SOLVE INFILTRATION & INFLOW

SEAL YOUR GOLLECTION SYSTEM WITH A
SEAMLESSLY MOLDED SEAL - COMPATIBLE
WITH ALL CURED-IN-PLACE-PIPE SYSTEMS

360 DEGREE SWELLING GASKET
SEAMLESS MOLDED SEAL WITH NO JOINTS OR WEAK POINTS PREVENTING ANY DAMAGE OR INEFFICIENT
SEALING OF THE ANNULAR SPACE BETWEEN THE LINER AND THE HOST PIPE.

SIGNIFICANT SURFACE AREA
THE GASKET ALLOWS FOR MORE SWELLING THAN LESS PRECISE METHODS OF SEALING SUCH AS
HYDROPHILIC TAPE. THE END SEAL IS ABLE TO ABSORB MORE WATER AND SEAL THE ANNULAR SPACE
EFFICIENTLY BECAUSE OF IT'S LARGER SURFACE AREA.

RETAINING RINGS
INCLUDES A RETAINING RING THAT IS PLACED ON THE LEADING END OF THE LINER. THIS RING HOLDS

THE END SEAL IN PLACE AND ENSURES NO MOVEMENT IS ALLOWED DURING CIPP REHABILITATION.

COMPATIBLE WITH MULTIPLE TYPES OF CIPP LINERS
VERSATILE HYDROPHILIC SEALING SYSTEM COMPATIBLE WITH ALL TYPES OF CIPP LINERS INCLUDING
INVERSION AND PULL IN PLACE LINERS. THE END SEAL SLEEVE WILL SWELL IN THE PRESENCE OF WATER

REGARDLESS ON THE TYPE OF HOST PIPE.
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